
Brightness  165 Lumens (wide)  / 122 Lumens (narrow)

Burn Time  5.5 hrs

Beam Distance 71 ft / 323 m (wide) / 118 ft / 387 m (narrow) 

Lamp  High intensity white LED
Batteries  4 AA Alkaline / LR6
 
Size  6.50 x 1.60 x 1.40 in
  16.50 x 4.06 x 3.56 cm
Weight  5.6 oz / 158.8 g

FEATURES

PART NUMBERS / ACCESSORIES

Firefighters and industrial workers all over the world trust 
UK’s 4AA eLED® Zoom 2 flashlight to get the job done. It 
can be easily attached to a hardhat or helmet for superior 
hands-free illumination. Our unique zoom feature uses 
patented projection optics to create a consistent beam 
that can be focused from wide to narrow by twisting the 
bezel.

Underwater
Kinetics

• Projection Optics let you zoom with a twist of the bezel from a wide beam to 
an intense spot
•  Narrow beam with minimum side glare to prevent annoyance to co-workers
• Single high-intensity 2-watt LED lasts for thousands of hours and will not 
break when dropped
• Rubber sheath molded over bezel to reduce glare and improve impact 
resistance (passes 6 ft drop to concrete test)
• New easy loading drop-in battery compartment for quick reload of batteries
• Hydrogen scrubber catalyst, polarized battery contacts and 0-psi vent 
minimize explosive risk from leaking batteries
• Tough, electrically non-conductive, non-corroding ABS and polycarbonate 
plastic construction
• Mounts on all work helmets with accessory mounting clips

13400 Danielson St. Poway, CA 92064 USA
US Toll Free (800) 852-7483 / +1 (858) 513-9100

Info@uwk.com / www.uwk.com
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Mounts to any hard hat 
with UK helmet clips

514502 UK4AA-AS2ZM 2 (CL I Div 1), Front Switch, Black
514506 UK4AA-AS2ZM 2 (CL I Div 1), Front Switch, Safety Yellow

514816  
Nylon Belt Pouch, 4AA/3AA

514877
Traffic Director Wand
3AA eLED CPO/4AA eLED Zoom
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