
Brightness  38 Lumens
Burn Time  4-5 hrs
Beam Distance 311 ft / 95 m 
Lamp  Xenon
Batteries  4 AA Alkaline / LR6
 
Size  6.1 x 1.6 x 1.4 in / 15.5 x 4.1 x 3.6 cm
Weight  5.5 oz / 155.9 g

FEATURES

PART NUMBERS / ACCESSORIES

4AA XENON 
The 4AA Xenon Front Switch matches high performance 
with a sleek, compact design that can be operated with 
gloves. A xenon bulb provides vibrant color clarity.  It is 
the most reliable, cost-effective flashlight you’ll ever 
own.

Underwater
Kinetics

•   2.1 watt high brightness xenon filled lamp
•   Rubber sheath molded over bezel to reduce glare and improve impact 
resistance (passes UL 30 ft drop to concrete test)
•   Push-button thumb switch 
•   Prefocused high intensity spot beam
•   New easy loading drop-in battery compartment for quick reload of 
batteries
•   Hydrogen scrubber catalyst, polarized battery contacts and 0-psi vent 
minimize explosive risk from leaking batteries
•   Tough, non-corroding ABS and polycarbonate plastic construction

Mounts to any hard hat 
with UK helmet clips

Available in front and rear
switch configurations

13400 Danielson St. Poway, CA 92064 USA
US Toll Free (800) 852-7483 / +1 (858) 513-9100

info@uwkinetics.com / www.uwkinetics.com

SPECIFICATIONS

14108  UK4AA-AS2 Xenon (CL I Div 2), Front Switch, Black
14109  UK4AA-AS2 Xenon (CL I Div 2), Front Switch, Orange
14120  UK4AA-AS2 Xenon (CL I Div 2), Front Switch, Safety Yellow
14180 UK4AA-ES Xenon (ATEX), Front Switch, Safety Yellow
14181  UK4AA-ES Xenon (ATEX), Front Switch, Black

14816  
Nylon Belt Pouch, 4AA/3AA

REV: 8/15

CL I, DIV 2, GP A, B, C, D, CL II, 
DIV 2 GP G, CL III, DIV 2 T2A
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Traffic Director Wand
3AA eLED CPO/4AA eLED Zoom


